[bookmark: _GoBack]Application Form

1. Firm Name :- …………………………………………………………………………..
2.  Head Office Address :-………………………………………………………………...
		   Telephone:-………………………..  Fax………………………………
		Email…………………………………………………………………..
3. Responsible Person……………………………………………………………………..
Position…………………………………………………………………...
Telephone………………… Mobile………………. Fax:-…………….
		   Email:-…………………………………………………………………
4. Firm Registration No…………………… RegisteredOffice………………………..
Date………………………………………………………………
5.  PAN/VAT Registration No………………………. Date………………………….......
6. Business Type/ Purpose :…………………………………………………………….
7.  Financial Situation of Last three Years. (If Available  Attach Audit  report of three years)
Information from Balance sheet
	Fiscal Year

	1
	2
	3

	Total Assets
	
	
	

	Total Liabilities
	
	
	

	Net Worth
	
	
	

	Current Assets
	
	
	

	Current Liabilities
	
	
	


8 .  Information from Income Statement (If Available  of three years)
	Fiscal Year
	1
	2
	3

	Total Revenues
	
	
	

	Profit Before Tax
	
	
	

	Profit After Tax
	
	
	




Financial Resources ( Add if required )
	No.
	Source of Financing
	Amount

	1
	
	

	2
	
	


	     Note – The Bank Guarente letter from the bank must be unconditional
8. Rate and details of the Equipment’s that the firm can supply .
[image: ]
Note: The supplier willing to supply and work for tubewell only are requested to fill only (A) section i.e. Tubewell with pump and accessories  ।
PRICE /RATE SCHEDULE
	S.N
	Item
	Technical Discriptions
	UNIT
	Estimated per unit cost excluding VAT
	BRAND
	MODEL
	POWER
	offered Rate excludingVAT
	remarks 

	
	
	
	
	
	
	
	hp/kw
	IN FIGURE
	IN WORDS
	 

	A
	TUBE WELL AND PUMP ACCESSORIES
	 
	 
	 
	 
	 
	 
	 
	 
	 

	1
	PVC pipe 114 mm
	thick threded and socketed UPVC pipe, class E, 114mm OD
	RM
	1220
	 
	 
	 
	 
	 
	 

	2
	PVC pipe 114 mm
	thick threded and socketed UPVC pipe, class D BS3505(WT >3KG/M), 114mm OD
	RM
	1120
	 
	 
	 
	 
	 
	 

	3
	PVC screen 
	UPVC ribbed screen filter, slot size 1 mm, thredead and socketed, Class D BS3505, 114mm OD
	RM
	1200
	 
	 
	 
	 
	 
	 

	4
	PVC screen 
	UPVC ribbed screen filter, slot size 1 mm, thredead and socketed, Class E, 114mm OD
	RM
	1569
	 
	 
	 
	 
	 
	 

	5
	G.I Pipe 
	4" dia G.I Pipe medium class (1m length) threded, matching with UPVC Pipe
	RM
	2325
	 
	 
	 
	 
	 
	 

	6
	G.I Bottle Tee 
	G.I Bottle Tee -reducer (4"x3"x1.5") (>2.3 kg) with all accesories complete(1.5" C.I cap and 3
	nos.
	1480
	 
	 
	 
	 
	 
	 

	7
	CHECK VALVE
	4" CI Check valve
	nos.
	2250
	 
	 
	 
	 
	 
	 

	8
	suction pipe 3''
	 plastic 3"x3'
	nos.
	680
	 
	 
	 
	 
	 
	 

	9
	pump nipple 
	 3"
	nos.
	300
	 
	 
	 
	 
	 
	 

	10
	Bend nipple
	3"
	nos.
	300
	 
	 
	 
	 
	 
	 

	11
	G.I Bend
	3"
	nos.
	1500
	 
	 
	 
	 
	 
	 

	12
	G.I NIPPLE
	heavy duty 4" dia, long G.I Nipple
	nos.
	310
	 
	 
	 
	 
	 
	 

	13
	 hand pump 
	MS  hand pump complete set 25 lph pprox.
	pc
	1000
	 
	 
	 
	 
	 
	 

	14
	cement  
	solvent cement
	tube
	194
	 
	 
	 
	 
	 
	 

	15
	miscellaneous 
	miscellaneous construction materials as Nylon jali, tape, rope, seal, gavel for installation of bore well
	job
	5000
	 
	 
	 
	 
	 
	 

	16
	Electric motor-pump (surface)
	single phase 2 hp electrical pump(100% copper winding), 3" outlet, approx wt. 38kg, suitable for fluctuating volatage . 
	pc
	29000
	 
	 
	 
	 
	 
	 









	
	
	
	
	
	
	
	
	
	


	

	
	
	
	
	
	
	
	
	
	


	

	
	
	
	
	
	
	
	
	
	


	

	17
	Electric motor-pump (submersible)
	single phase 2 hp electrical submersible pump, 1.5" outlet, suitable to fit into 4" bore, suitable for fluctuating volatage . 
	nos.
	49026
	 
	 
	 
	 
	 
	 

	17.1
	submersible pump accessories
	panel board-2hp
	nos.
	6400
	 
	 
	 
	 
	 
	 

	17.2
	
	wire 2.5 mm
	meter
	310
	 
	 
	 
	 
	 
	 

	17.3
	
	tuchen wire 6mm
	meter
	250
	 
	 
	 
	 
	 
	 

	17.4
	
	buldog grip 6 mm
	nos.
	50
	 
	 
	 
	 
	 
	 

	17.5
	
	PVC Column pipe 2"
	nos.
	2100
	 
	 
	 
	 
	 
	 

	17.6
	
	clamp 2"
	nos.
	3000
	 
	 
	 
	 
	 
	 

	18
	Drilling Work
	manual drilling pilot hole4" first and rimming 6.5" and lowering anstallation of 4" pipe
	feet
	223
	 
	 
	 
	 
	 
	 

	19
	Drilling Work
	machine drilling pilot hole4" first and rimming 6.5" and lowering anstallation of 4" pipe
	meter
	1000
	 
	 
	 
	 
	 
	 



	Delivery Place
	All Equipment should be delivered to:
Agriculture Knowledge Centre
Kalaiya  (Bara), Madhesh Province, Nepal



	
	Technical Specification

	S.N
	Item
	Required Technical speficication

	2
	PVC pipe 114 mm
	thick threded and socketed UPVC pipe, class D BS3505(WT >3KG/M), 114mm OD

	3
	PVC screen 
	UPVC ribbed screen filter, slot size 1 mm, thredead and socketed, Class D BS3505, 114mm OD

	6
	G.I Bottle Tee 
	G.I Bottle Tee -reducer (4"x3"x1.5") (>2.3 kg) with all accesories complete(1.5" C.I cap and 3

	7
	CHECK VALVE
	4" CI Check valve

	8
	suction pipe 3''
	 plastic 3"x3'

	9
	pump nipple 
	 3"

	10
	Bend nipple
	3"

	11
	G.I Bend
	3"

	12
	G.I NIPPLE
	heavy duty 4" dia, long G.I Nipple

	13
	 hand pump 
	MS  hand pump complete set 25 lph pprox.

	15
	miscellaneous 
	miscellaneous construction materials as Nylon jali, tape, rope, seal, gavel for installation of bore well

	16
	Electric motor-pump (surface)
	single phase 2 hp electrical pump(100% copper winding), 3" outlet, approx wt. 38kg, suitable for fluctuating volatage . 

	17.1
	submersible pump accessories
	panel board-2hp

	17.2
	
	wire 2.5 mm

	17.3
	
	tuchen wire 6mm

	17.4
	
	buldog grip 6 mm

	17.5
	
	PVC Column pipe 2"

	17.6
	
	clamp 2"

	19
	Drilling Work
	machine drilling pilot hole4" first and rimming 6.5" and lowering anstallation of 4" pipe



image1.jpeg




